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(1) At the housefront or aft of the 
cargo area in a location that is acces-
sible to the crew for fighting a cargo 
and a pumproom fire; and 

(2) If the tankship has a forward ac-
commodations house, at the after 
boundary of that house. 

[CGFR 65–50, 30 FR 16694, Dec. 30, 1965, as 
amended by CGD 72–138, 39 FR 7790, Feb. 28, 
1974; CGD 74–127, 41 FR 3846, Jan. 26, 1976] 

§ 34.20–20 Discharge outlets—T/ALL. 

(a) Discharge outlets shall be of an 
approved type. 

(b) At least one mounted foam appli-
ance shall be provided for each station 
that is required in § 34.20–15(c). 

(c) The number of hand-held appli-
ances provided shall be at least equal 
to the number of hose outlets at the 
two foam stations having the most 
hose outlets. Hand-held appliances 
shall be stowed in a well marked, read-
ily accessible position that cannot be 
isolated by a fire involving the cargo 
tanks. 

[CGFR 65–50, 30 FR 16694, Dec. 30, 1965, as 
amended by CGD 72–138, 39 FR 7790, Feb. 28, 
1974] 

§ 34.20–25 Foam monitor capacity—T/ 
ALL. 

The capacity of each foam monitor 
on ships that have a keel laying date 
on or after January 1, 1975, must be at 
least 3 liters per minute per square 
meter (.073 gallons per minute per 
square foot) of cargo area protected by 
that monitor. 

[CGD 74–127, 41 FR 3846, Jan. 26, 1976] 

§ 34.20–90 Installations contracted for 
prior to January 1, 1970—T/ALL. 

(a) Installations contracted for prior 
to January 1, 1970, shall meet the fol-
lowing requirements: 

(1) Existing arrangements, materials, 
and facilities previously approved shall 
be considered satisfactory so long as 
they meet the minimum requirements 
of this paragraph and they are main-
tained in good condition to the satis-
faction of the Officer in Charge, Marine 
Inspection. Minor repairs and alter-
ations may be made to the same stand-
ards as the original installation. 

(2) For installations contracted for 
prior to November 19, 1952, see § 34.17– 
90(a)(5). 

(3) Installations contracted for on or 
after November 4, 1957, but prior to 
January 1, 1970, shall meet the require-
ments of §§ 34.20–5 through 34.20–20 inso-
far as is reasonable and practicable. 

[CGFR 65–50, 30 FR 16694, Dec. 30, 1965, as 
amended by CGFR 69–72, 34 FR 17481, Oct. 29, 
1969] 

Subpart 34.25—Water Spray 
Extinguishing Systems, Details 

§ 34.25–1 Application—T/ALL. 
(a) Where a water spray extin-

guishing system is installed, the provi-
sions of this subpart, with the excep-
tion of § 34.25–90, shall apply to all in-
stallations contracted for on or after 
January 1, 1964. Installations con-
tracted for prior to January 1, 1964, 
shall meet the requirements of § 34.50– 
90. 

§ 34.25–5 Capacity and arrangement— 
T/ALL. 

(a) The capacity and arrangement 
shall be such as to effectively blanket 
the entire area of the space protected. 
The rate of discharge and the arrange-
ment of piping and spray nozzles shall 
be such as to give a uniform distribu-
tion over the entire area protected. 

(b) The spacing of the spray nozzles 
shall be on the basis of the spray pat-
tern provided by the lowest pressure at 
any spray nozzle in the system. In no 
instance shall a system be designed for 
any spray nozzle to be operated at a 
pressure less than that for which it was 
approved. The maximum permissible 
height of the spray nozzle above the 
protected area shall not exceed that 
specified in its approval. Whenever 
there are obstructions to coverage by 
the spray patterns, additional spray 
nozzles shall be installed to provide 
full coverage. 

(c) The water supply shall be from 
outside the space protected and shall in 
no way be dependent upon power from 
the space protected. The pump sup-
plying water for the system shall ei-
ther be reserved exclusively for the 
system or it may be one of the fire 
pumps, provided the capacity of the 
fire pump as set forth in subpart 34.10 
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